From arc5 at ix.netcom.com Mon Sep 1 10:38:06 2014 

From: arc5 at ix.netcom.com (David Stinson) 

Date: Mon, 1 Sep 2014 09:38:06 -0500 

Subject: [BoatAnchors] Fwd: R2A/ARR-3 

In-Reply-To: <5403CBBE.7030802@earthlink.net> 

References: <CAEp_MAHVTtVsQt7UKypF3j0_NwzQVgo92knJqekK96sEjRAve8w@mail. gmail.com> 
<5403CBBE.7030802@earthlink.net> 

Message-ID: <684CBC2C24C64D95ABEDB1884DEE6DA7@DaddyPC> 


sees Original Message ----- 
From: "Scott Robinson via BoatAnchors" 
Subject: [BoatAnchors] Fwd: R2A/ARR-3 


> A friend (Bart Lee KV6LEE) with an R2A/ARR3 sonobuoy receiver, 
> green eye and all, is looking for a manual or at least a 
> schematic.... 


I'm also looking for that. Will keep you in mind. 


From franklin6209 at att.net Tue Sep 2 13:07:16 2014 
From: franklin6209 at att.net (Gary Franklin) 

Date: Tue, 02 Sep 2014 13:07:16 -0400 

Subject: [BoatAnchors] Headphones for boatanchor receivers 
Message-ID: <5405F944.3050903@att.net> 


I have recently experienced a sudden unilateral hearing loss. With 53 
years of ham radio I have never cared to use headphones however with 
only one good ear and the problems it presents with environmental noise 
and clarity, I am thinking a head set would help. Wondering if anyone 
on the list has experienced this type of loss? I need suggestions for a 
good headset to be used on vintage equipment, 75A-4, HQ-170, 75S-3 .... 
etc. SSB and AM. 


Thanks 
Gary, K8BKB 


From artleb at earthlink.net Tue Sep 2 14:31:51 2014 
From: artleb at earthlink.net (Art Lebexrmann) 

Date: Tue, 2 Sep 2014 11:31:51 -0700 (GMT-07:00) 

Subject: [BoatAnchors] McElroy MT-35 transmitter 
Message-ID: <3358172.1409682711215. JavaMail .root@elwamui- 
royal.atl.sa.earthlink.net> 


Yes - Ted McElroy did make a transmitter (or tried!). A few units were produced 
in 1945, and the remaining parts (and design) were then sold to Leo Meyerson. 
With a few changes, this became the first WRL "post-war" transmitter - the Globe 
Trotter. 


It looks like there are six of these transmitters that survived - and that may be 
all. If anyone in this group has one, or knows of one, I'd like to hear from you. 


I understand that an MT-35 was sold at the ARRL Convention, in July of this year. 
Does anyone know who bought it? 


Any additional info on this very rare transmitter will be much appreciated! 


73, 
Art Lebermann 
W6REQ 


From 1oldlensi at ix.netcom.com Tue Sep 2 14:59:30 2014 
From: 1oldlens1 at ix.netcom.com (Richard Knoppow) 

Date: Tue, 2 Sep 2014 11:59:30 -0700 

Subject: [BoatAnchors] Headphones for boatanchor receivers 
References: <5405F944.3050903@att.net> 

Message-ID: <A8BD99B70F444C8895E0AA9110E2630A@VALUED20606295> 


Siar Original Message ----- 

From: "Gary Franklin via BoatAnchors" 

<boatanchors at theporch.com> 

To: "Collins Reflector" <collins at listserve.com>; 
"Boatanchors" <boatanchors at theporch.com> 

Sent: Tuesday, September 02, 2014 10:07 AM 

Subject: [BoatAnchors] Headphones for boatanchor receivers 


>I have recently experienced a sudden unilateral hearing 
>loss. With 53 years of ham radio I have never cared to use 
>headphones however with only one good ear and the problems 
>it presents with environmental noise and clarity, I am 
>thinking a head set would help. Wondering if anyone on the 
>list has experienced this type of loss? I need suggestions 
>for a good headset to be used on vintage equipment, 75A-4, 
>HQ-170, 75S-3 .... etc. SSB and AM. 

> 

> Thanks 

> Gary, K8BKB 


I hope you got medical treatment for this. Hearing 
losses of many types are sort of "normal" and age related 
but unilateral loss unless there had been physical damage to 
the ear is unusual and demands thorough investigation. 

Now, as far as a "hearing aid" for the radios I think a 
pair of modern high quality phones is the best answer. Most 
are stereo but a stereo to mono connector is easily 
available. Some receivers, the 75A4 is an example, have the 
headphone jack right across the speaker line so its at 
speaker impedance. When connected to modern Hi-Fi phones it 
may be too loud without some sort of simple attenuator 
between the phones and jack. Most old phones are either 
medium impedance (about 600 ohms) or high impedance 
(anywhere from about 5K to 20K) and work at reasonable 
levels. 

Most of the older phones are bi-polar magnetic type and 
have a rather narrow resonance around 1 khz. This is OK for 
CW but not for phone operation. Even for CW a flat 
frequency response headphone may make for easier copy. 

If you have no hearing in the bad ear there is not much 
that can be done but if the level is just reduced a pair of 
stereo phones with an attenuator in one side may be helpful. 
Part of this depends on the nature of the hearing loss. I 
have a borderline severe loss which causes distortion. Its 
not just that the "volume" is turned down or that high 
frequencies are down, on some sounds its like hearing a 
kazoo. I am told this is pretty common. I can still read 
phone and CW but its more difficult because noise gets in 
the way more. 

I have a fairly large collection of old headphones 
gathered over many years. For general use on phone I mostly 
use a pair of ANBH-1A phones. These are moving coil phones 
of good quality. For CW I have been using a pair of Trimm 
Commercial phones, very light weight and don't crush your 
ears. Neither has been made for many years. The alternative 
is a pair of Sennheiser high fidelity phones which work 
fine. I use these on a variety of receivers including a 
Hammarlund HQ-129-X, RCA AR-88, Collins R-388 (same as a 
513-3) Drake R4B. They tend to be too loud on some of them. 

Last word, if you have not had competent medical 
attention please get it soon. Hearing loss, especially 
sudden loss, can be a sign of more serious problems. 


Richard Knoppow 


Los Angeles 
WB6KBL 
dickburk at ix.netcom.com 


From bob145 at suddenlink.net Tue Sep 2 19:11:12 2014 

From: bob145 at suddenlink.net (Bob Jackson) 

Date: Tue, 2 Sep 2014 18:11:12 -0500 

Subject: [BoatAnchors] Hammarlund Knobs Needed 

Message-ID: <Q7BE1057314E4698B4DA9B5AE7AB8D36@etmce6cc47£15f> 


Gentlemen: 


I'm looking for several original knobs for an HQ-160. I need the two main tuning 
knobs (same as HQ-140/150), two of the smaller function knobs and two of the 
really small knobs. Any ideas, help, pointers, etc. very much welcomed. Tnx and 73 
to all. 


Bob AG5X 


From spr at earthlink.net Wed Sep 3 10:54:01 2014 

From: spr at earthlink.net (Scott Robinson) 

Date: Wed, 03 Sep 2014 07:54:01 -0700 

Subject: [BoatAnchors] Headphones for boatanchor receivers--esp. NB-H1A 
In-Reply-To: <A8BD99B70F444C8895E0AA9110E2630A@QVALUED20606295> 
References: <5405F944.3050903@att.net> 
<A8BD99B70F444C8895E0AA9110E2630A@QVALUED20606295> 

Message-ID: <54072B89.3050607@earthlink.net> 


On 9/2/14 11:59 AM, Richard Knoppow via BoatAnchors wrote: 


> For general use on phone I mostly use a pair of ANBH-1A 
> phones. These are moving coil phones of good quality. 


Hi Richard, 


I have an interesting history with these phones. I got a set in the 
1950s and wired them for stereo, before such things were generally 
available. They sounded quite good on music. 


After college, I worked at Bolt Beranek and Newman, a major acoustics 
consultancy, for 12 years. Years later, Leo Beranek published a 
memoir. One of the tales in it was of the reason for the design of these 
headphones, which was to solve a serious intelligibility problem in the 
cockpits of WWII bombers and other aircraft, which are very noisy 
places. I commented to him that our lives had touched before we even met 
each other. 


Here's to plain speaking and clear understanding, as Sydney Greenstreet 
said to Humphrey Bogart in "The Maltese Falcon." 


/scott robinson 


From kd5byb at kd5byb.net Wed Sep 3 19:19:27 2014 

From: kd5byb at kd5byb.net (Ben Hall) 

Date: Wed, 03 Sep 2014 18:19:27 -0500 

Subject: [BoatAnchors] Headphones for boatanchor receivers--esp. NB-H1A 
In-Reply-To: <54072B89.3050607@earthlink.net> 

References: <5405F944.3050903@att.net> 
<A8BD99B70F444C8895E0AA9110E2630AQVALUED20606295> 
<54072B89.3050607@earthlink.net> 

Message-ID: <5407A1FF.2050401@kd5byb.net> 


>> ...I mostly use a pair of ANBH-1A phones. 
One of the tales in it was of the reason for the design of these 


cockpits of WWII bombers and other aircraft, which are very noisy 
places. 


VVV Vv 


Very interesting! I noticed a few of these on the e-place. One seems 
to be missing the "earmuffs". (the thing that mounts to the speaker 
part to cushion it against your head and I guess somewhat seal out 
ambient noise) 


I wonder if there are any modern equivalents? 


It looks like the wiring may be cloth-covered, rubber-insulated 
tinsel...that at least for me...never holds up and disintegrates if I 
look at it wrong. And when I replace it with modern wire so I can use 
the item...it feels so very wrong. 


I'm dealing with this now on a Wireless Set 19 headphone / mic combo. 


thanks much and 73, 
ben, kd5byb 


From WA5CAB at cs.com Wed Sep 3 23:44:57 2014 
From: WA5CAB at cs.com (WA5CAB at cs.com) 
Date: Wed, 3 Sep 2014 23:44:57 -0400 


headphones, which was to solve a serious intelligibility problem in the 


Subject: [BoatAnchors] Headphones for boatanchor receivers--esp. NB-H1A 
Message-ID: <6917e.£c4132b.41393a39@cs.com> 


The two headsets produced using ANB-H1's were HS-33 (with headband) and 

HS-38 (no headband, for mounting in Tanker and Aircrew helmets). The wiring in 
the headsets was standard stranded copper, rubber insulated, cotton 

covered. The cordage used to make up the extension cables was enamel insulated 
tinsel stranded, rubber insulated, cotton covered in a rubber jacket. This was 
for flexibility, not low electrical noise. Same size as #18-2 300V SJO 

cord, but considerably more flexible and comfortable to use. The cords were 
mostly CD-307 or CD-307-A. I find that for unknow reasons, the cordage that 
they and the two long cords used with the earplug type HS-30 have held up 

over the 70 odd years since most were made on average better than any other 
cordage. Don't know why. 


Robert Downs - Houston 
wa5cab dot com (Web Store) 
MVPA 9480 


In a message dated 09/03/2014 18:21:47 PM Central Daylight Time, 
boatanchors at theporch.com writes: 
> >>...I mostly use a pair of ANBH-1A phones. 


>One of the tales in it was of the reason for the design of these 
>headphones, which was to solve a serious intelligibility problem in the 
>cockpits of WWII bombers and other aircraft, which are very noisy 
>places. 


Very interesting! I noticed a few of these on the e-place. One seems 
to be missing the "earmuffs". (the thing that mounts to the speaker 
part to cushion it against your head and I guess somewhat seal out 
ambient noise) 


I wonder if there are any modern equivalents? 

It looks like the wiring may be cloth-covered, rubber-insulated 
tinsel...that at least for me...never holds up and disintegrates if I 
look at it wrong. And when I replace it with modern wire so I can use 
the item...it feels so very wrong. 


I'm dealing with this now on a Wireless Set 19 headphone / mic combo. 


thanks much and 73, 
ben, kd5byb 


VV VV VV VV VV VV VV VV VV VV VV VV 


Robert & Susan Downs - Houston 


wa5cab dot com (Web Store) 
MVPA 9480 


From 1oldlensi at ix.netcom.com Thu Sep 4 01:14:11 2014 

From: 1oldlens1 at ix.netcom.com (Richard Knoppow) 

Date: Wed, 3 Sep 2014 22:14:11 -0700 

Subject: [BoatAnchors] Headphones for boatanchor receivers--esp. NB-H1A 
References: <5405F944.3050903@att.net> 
<A8BD99B70F444C8895E0AA9110E2630AQVALUED20606295> 

<54072B89 .3050607@earthlink.net> 

Message-ID: <DA1C9100E03C409AAD0459318F7C79B6QVALUED20606295> 


Poss Original Message ----- 

From: "Scott Robinson via BoatAnchors" 

<boatanchors at theporch.com> 

To: "Boatanchors" <boatanchors at theporch.com> 
Sent: Wednesday, September 03, 2014 7:54 AM 

Subject: Re: [BoatAnchors] Headphones for boatanchor 
receivers--esp. NB-H1A 


> On 9/2/14 11:59 AM, Richard Knoppow via BoatAnchors wrote: 
> 

>> For general use on phone I mostly use a pair of ANBH-1A 
>> phones. These are moving coil phones of good quality. 


Hi Richard, 


I have an interesting history with these phones. I got a 
set in the 1950s and wired them for stereo, before such 
things were generally available. They sounded quite good 
on music. 


After college, I worked at Bolt Beranek and Newman, a 
major acoustics consultancy, for 12 years. Years later, 
Leo Beranek published a memoir. One of the tales in it was 
of the reason for the design of these headphones, which 
was to solve a serious intelligibility problem in the 
cockpits of WWII bombers and other aircraft, which are 
very noisy places. I commented to him that our lives had 
touched before we even met each other. 


Here's to plain speaking and clear understanding, as 
Sydney Greenstreet said to Humphrey Bogart in "The Maltese 
Falcon." 


VV VV VV VV VV VV VV VV VV VV VV 


/scott robinson 


I met Leo Beranek out here when he did a meeting for 
the AES, very interesting fellow. I didn't know he was 
involved with the ANBH-1 or I would have asked about it. The 
phones used previously were magnetic type and there is an 
enormous difference in the quality. 

Robert Downs mentioned the two arrangements of the 
phones. The flying helmet type was on a short cord that ran 
over the top of the helmet. The helmet had the earmuffs 
built-in. A lot were cut out for use on the headband type. 
The other was the headband type but there were at least two 
varieties of headbands. One leather covered with adjustable 
Spacing between the two over the head bands, the other a 
fixed type with a canvas and leather cover. The leads on 
all types are cloth covered but treated with something. They 
terminate in a "bailout" short telephone plug which goes to 
the longer rubber covered cord that connects to the radio. 
Cords and especially earmuffs are very hard to find. The 
earmuffs appear to be made of chamise leather and filled 
with something like kapok. There were later versions made 
entirly of plastic but they fit the old phones fine. 

Permoflux made a commercial version of the phones in two 
grades, the better grade available as a "binaural" set with 
separate wiring to each. Standard and binaural were also 
offered both 600 ohm and lower impedance, I think maybe 16 
ohms per pair. The first stereo I ever heard was ona 
pair of these running from a two-track Magnecord machine at 
an early 1950s audio show here in Los Angeles. I could 
probably figure out exactly when. Same show where I heard a 
very large Jensen speaker system with a G-610 in it and I 
think a sub-woofer. It had a planter along the front. 
Shrill! 

These phones do not have the frequency range of good 
modern hi-fi phones but are clean and very good for speech. 
There is also a version with metallic diaphragms in 

place of the phenolic ones, they have a rise in the high 
end, perhaps delibrate to overcome ambient noise. There are 
both round and squared off cases. I think several 
variations. 


Richard Knoppow 

Los Angeles 

WB6KBL 

dickburk at ix.netcom.com 


From navy.radio at gmail.com Thu Sep 4 19:44:14 2014 

From: navy.radio at gmail.com (Nick England) 

Date: Thu, 4 Sep 2014 19:44:14 -0400 

Subject: [BoatAnchors] [Boatanchors] Question from an admitted 'Newbie' 
In-Reply-To: <F5EFQ6D4A2BC445C93EE323DB5D39393@etmce6cc47f15f> 

References: <F5EFO6D4A2BC445C93EE323DB5D39393@etmce6cc47£15f> 

Message-ID: <CAB55hNfWA7Ai4pmP5RMgvP+hphjL8hLE2YaVopUO8SLUqmjLcg@mail . gmail.com> 


FWIW - The Boatanchors Frequently Asked Questions page says: 
http://www. virhistory.com/ham/rrab.faq.htm 


What are Boatanchors?*Big....Heavy....Old....Fun !x 


"Boatanchor" is a fond term for vintage tube-type ham radio and 
communications gear. Manufacturers like Hallicrafters, Hammarlund, 
National, Johnson, RME, Heath, Collins, etc.made this gear through the mid 
1960's. Also included is tube-type military radio gear, homebrew gear, 
station accessories like microphones and keys, and test equipment of that 
period. 


Cheers, 
Nick England K4NYW 
www.navy-xradio.com 


On Thu, Sep 4, 2014 at 6:07 PM, Bob Jackson <bob145 at suddenlink.net> wrote: 


> Is there any kind of general consensus on exactly what is or isn't a 
> 'boatanchor'? 


> Bob AG5X 


From bob145 at suddenlink.net Thu Sep 4 18:07:47 2014 

From: bob145 at suddenlink.net (Bob Jackson) 

Date: Thu, 4 Sep 2014 17:07:47 -0500 

Subject: [BoatAnchors] Question from an admitted 'Newbie' 
Message-ID: <F5EFQ6D4A2BC445C93EE323DB5D39393@etmce6cc47f15f> 


Is there any kind of general consensus on exactly what is or isn't a 'boatanchor'? 
I'm a 72 yo and BAs to me are the post-WwW2 tubes sets made for the commercial 
(vice military) market on up to the advent and eventual dominance of the so-called 


‘solid state' rigs. It seems clear to me that others' definitions go back to a 
somewhat earlier time and do include re-cycled military gear. What is the general 
consensus, please. 


Bob AG5X 


From gumbear at pacbell.net Fri Sep 5 23:02:09 2014 

From: gumbear at pacbell.net (Arden Allen) 

Date: Fri, 5 Sep 2014 20:02:09 -0700 

Subject: [BoatAnchors] Question from an admitted 'Newbie' 
In-Reply-To: <F5EFQ6D4A2BC445C93EE323DB5D39393@etmce6cc47f15f> 
References: <F5EFO6D4A2BC445C93EE323DB5D39393@etmce6cc47£15f> 
Message-ID: <367A8F6AEC7B46749C46B071760D9A3AQ@KB6NAX> 


So ieandies What is the general consensus, please. 


Bob, how many licensed hams are there? How many old radio tinkerers are 
there? How many old radio collectors are there? How many....... ? That's 
how many definitions of "boat anchor" there is. 


Arden Allen 
KB6NAX 


Adopt a shelter or rescue dog 
and make a friend for life =:-) 


From rbsingl at ilstu.edu Fri Sep 5 20:21:07 2014 

From: rbsingl at ilstu.edu (Singley, Rodger) 

Date: Sat, 6 Sep 2014 00:21:07 +0000 

Subject: [BoatAnchors] Question from an admitted 'Newbie' 

In-Reply-To: <F5EFQ6D4A2BC445C93EE323DB5D39393@etmce6cc47f15f> 

References: <F5EFO6D4A2BC445C93EE323DB5D39393@etmce6cc47£15f> 

Message-ID: <QDEBF1C8D8437248BE53CD4213B89BD322FB326F@ISUEMBX02.ad.ilstu.edu> 


Bob, 


I don't think there is going to be any definitive answer. Personally I include 
the early gear and I really like the 1930s Patterson, Sargent, Breting, etc. 
receivers. Some people refer to some of the later smaller gear as "canoe anchors" 
such as the Heathkit DX-60/HR-10 novice setup or even the Mohican solid state 
receiver. Much of what you describe I think of as the golden era of U.S. ham gear 
manufacturing in the 1950s and that is the stuff I started collecting/restoring 
since that is what I saw in the advertisements (Walter Ashe, etc.) in the 1950s 
era Radio and Television News magazines that my father had and I re-discovered 
them in the attic in the early 1970s. However I also have some non-U.S. gear I 
consider to be boat anchors including several sets of Geloso transmitters and 


receivers along with some early Trio and Yaesu Musen separates. 


I remember our regional AM net also allowed some vintage solid state in the boat 
anchors category (if made by Heathkit or Drake) so everyone has their own 
definition. Bottom line is collect what you like and don't get hung up on labels 
or categories :) 


Rodger WQ9E 


Dr. Rodger B. Singley 
Professor of Marketing 


From w7qho at aol.com Fri Sep 5 21:59:58 2014 

From: w7qgho at aol.com (Dennis DuVall11) 

Date: Fri, 5 Sep 2014 18:59:58 -0700 

Subject: [BoatAnchors] Question from an admitted 'Newbie' 
In-Reply-To: <F5EFQ6D4A2BC445C93EE323DB5D39393@etmce6cc47f15f> 
References: <F5EFO6D4A2BC445C93EE323DB5D39393@etmce6cc47£15f> 
Message-ID: <B112901F -28F8-4E02-8C90-99EA570B9CD8@aol . com> 


"Boatanchor" (boat anchor, boat-anchor): Slang, a generally disrespectful, 
derisive reference to a large, heavy, ungainly object that has outlived it's 
original usefulness (if any) and would currently only be (possibly) useful as a 
weight capable of holding a boat in place at anchor. In the current context the 
reference has been typically aimed at large, heavy, elderly electronic/electrical 
devices. I remember back in the 40s and 50s, though, hearing the term more widely 
applied (an old tractor, washing machine, refrigerator, furnace, etc.). 


Dennis D. W7QHO 
Glendale, CA 


From navy.radio at gmail.com Sat Sep 6 09:51:42 2014 

From: navy.radio at gmail.com (Nick England) 

Date: Sat, 6 Sep 2014 09:51:42 -0400 

Subject: [BoatAnchors] Question from an admitted 'Newbie' 
In-Reply-To: <B112901F -28F8-4E02-8C90-99EA570B9CD8@aol . com> 
References: <F5EFO6D4A2BC445C93EE323DB5D39393@etmce6cc47£15f> 
<B112901F -28F8 -4E02-8C90-99EA570B9CD8@aol . com> 

Message-ID: <2BEBA5A7-A20B-46C4-94E4-AQAA250F10D2@gmail . com> 


I like that Dennis. The key being that it is something that was once useful/ 


desirable, is now scorned by people who desire the latest/greatest, but is still 
loved by outlaws like us. 


And Arden has it right that there are as many definitions as people. I can't 
define a boatanchor but i know one when I lift it. 

YMMV 

Nick 

(phone email acct) 


On Sep 5, 2014, at 9:59 PM, Dennis DuValll via BoatAnchors <boatanchors at 
theporch.com> wrote: 


VNvVNM 


> "Boatanchor" (boat anchor, boat-anchor): Slang, a generally disrespectful, 
derisive reference to a large, heavy, ungainly object that has outlived it's 
original usefulness (if any) and would currently only be (possibly) useful as a 
weight capable of holding a boat in place at anchor. In the current context the 
reference has been typically aimed at large, heavy, elderly electronic/electrical 
devices. I remember back in the 4@s and 50s, though, hearing the term more widely 
applied (an old tractor, washing machine, refrigerator, furnace, etc.). 


Dennis D. W7QHO 

Glendale, CA 

BoatAnchors mailing list = = | 
BoatAnchors at theporch.com 

https: //minime.theporch.com/mailman/listinfo/boatanchors 


VV VVV VV 


From bob145 at suddenlink.net Wed Sep 10 11:29:42 2014 

From: bob145 at suddenlink.net (Bob Jackson) 

Date: Wed, 10 Sep 2014 10:29:42 -0500 

Subject: [BoatAnchors] 2nd Newbie Q 

Message-ID: <9B78AFBD64E6414B92C3735BFD5205B8@etmce6cc47£15f> 


I've noticed that some construction articles involving the use of shielded cables 
advise that the shield be connected at only one end but they don't say which end, 
i.e. near or far. Also, when is this practice most useful and why? 

Thanks again, 


Bob AG5X 


From gumbear at pacbell.net Wed Sep 10 16:00:57 2014 
From: gumbear at pacbell.net (Arden Allen) 


Date: Wed, 10 Sep 2014 13:00:57 -0700 

Subject: [BoatAnchors] 2nd Newbie Q 

In-Reply-To: <9B78AFBD64E6414B92C3735BFD5205B8@etmce6cc47£15f> 
References: <9B78AFBD64E6414B92C3735BFD5205B8@etmce6cc47£15f> 
Message-ID: <77E26BEE4CEF4ECB811332C9B9334097@KB6NAX> 


I've noticed that some construction articles involving the use of shielded 
cables advise that the shield be connected at only one end but they don't 
say which end, i.e. near or far. Also, when is this practice most useful 
and why? 


VV VV 


The advice to connect only one end of a shield is as valid as telling a 
farmer to pluck the feathers from his horses only after dipping them in hot 
water. The subject matter needs a little more study. 


Arden Allen 
KB6NAX 


Adopt a shelter or rescue dog 
and make a friend for life =:-) 


From 1oldlensi at ix.netcom.com Thu Sep 11 03:42:53 2014 
From: 1oldlens1 at ix.netcom.com (Richard Knoppow) 

Date: Thu, 11 Sep 2014 00:42:53 -0700 

Subject: [BoatAnchors] 2nd Newbie Q 

References: <9B78AFBD64E6414B92C3735BFD5205B8@etmce6cc47f£15f> 
Message-ID: <DBB5B9F86A6D4F1390AB05C1855B459C@VALUED20606295> 


mites Original Message ----- 

From: "Bob Jackson via BoatAnchors" 

<boatanchors at theporch.com> 

To: "porch.boat" <boatanchors at theporch.com>; "puck.boat" 
<boatanchors at puck.nether.net>; "qth.boat" 

<boatanchors at mailman.qth.net> 

Sent: Wednesday, September 10, 2014 8:29 AM 

Subject: [BoatAnchors] 2nd Newbie Q 


I've noticed that some construction articles involving the 
use of shielded cables advise that the shield be connected 
at only one end but they don't say which end, i.e. near or 
far. Also, when is this practice most useful and why? 


VV VV VV 


Thanks again, 


> 
> Bob AG5X 
> Connecting a shield at only one end works when the 
shield is not used as one of the conductors. The usual 
practice is to have an additional conductor which carries 
the ground or return current. In balanced lines it means 
using three conductor wire. Where this is done the shield is 
usually connected at the destination end only. As others 
have stated the reason is to prevent current in the shield 
which would couple into the signal line. The coupling from 
a third wire is much smaller and usually the wires in 
shielded lines are twisted to prevent coupling. This can be 
done with unbalanced lines but, again, an additional 
conductor is needed to carry the ground current. 

The technique is detailed in many places. There is a 
military handbook on shielding and grounding on the web but 
I no longer remember where I found it. 


Richard Knoppow 

Los Angeles 

WB6KBL 

dickburk at ix.netcom.com 


From gumbear at pacbell.net Thu Sep 11 15:52:42 2014 

From: gumbear at pacbell.net (Arden Allen) 

Date: Thu, 11 Sep 2014 12:52:42 -0700 

Subject: [BoatAnchors] 2nd Newbie Q 

In-Reply-To: <77E26BEE4CEF4ECB811332C9B9334097@KB6NAX> 
References: <9B78AFBD64E6414B92C3735BFD5205B8@etmce6cc47£15f> 
<77E26BEE4CEF4ECB811332C9B9334097@KB6NAX> 

Message-ID: <B34BA0E4006B43BA960E37D9F51AAE4D@KB6NAX> 


Here are examples of why or why not to connect only one end of a shield: 


Any wires that are in close proximity form a transformer where the magnetic 
field of one wire induces current into a proximate wire. If a shield is 
connected on both ends it is most likely connected to ground points at 
different locations within a chassis. If a chassis is used as a dispersed 
connection common ground then currents will be forced to flow in the shield 
due to different chassis potentials at the shield connection points. The 
currents may consist of power supply return currents, external input and 
output return currents, or currents flowing between equipment harboring 
different chassis potentials with respect to a common or virtual ground 
potential. Thus, as pointed out, currents induced in shielded wires will 


result in undesirable voltages added to signal voltages. Twisted pair wires 
will only result in induced voltage cancellation if the pair are employed in 
a true differential signal transport circuit where input impedances are 
equal (balanced) and output impedances are equal (balanced) regardless of 
whether the shield is connected at only one end or both ends. 


The frequency domain a shielded wire is utilized for is of utmost concern as 
to whether or not to connect both ends of a shield or not. In either a 
coaxial, balanced, or twisted pair transmission lines the characteristic 
(surge) impedance of the line must be terminated in the line's 
characteristic impedance in order to eliminate reflections that may cause 
unacceptable voltage variations with respect to frequency and data 
corruption in broadband data transmission circuits. In such cases leaving 
one end of a shield open disrupts impedance continuity. 


Signal transmission circuits that contend with all frequency domains must be 
constructed to be resistant to DC, power line frequency, and radio frequency 
induced effects to the extent necessary to cope with the operating noise 
environment. 


Arden Allen 
KB6NAX 


Adopt a shelter or rescue dog 
and make a friend for life =:-) 


From lklouie at comcast.net Thu Sep 11 23:15:40 2014 
From: lklouie at comcast.net (Larry) 

Date: Thu, 11 Sep 2014 23:15:40 -0400 

Subject: [BoatAnchors] WTB Clean Hallicrafters SX-62B 
Message-ID: <018001cfce37$d4e1e190$7ea5a4b0$@net> 


I regretted not purchasing a nice Hallicrafters SX-62B I saw at the Shelby 
NC. this month. 


Anyone have one excess to their needs in the Georgia, SC or NC area a clean 
SX-62B for sale? 


Larry WB6NYR 


Cell 706-394-2928 


From bob145 at suddenlink.net Fri Sep 12 12:42:40 2014 
From: bob145 at suddenlink.net (Bob Jackson) 


Date: Fri, 12 Sep 2014 11:42:40 -0500 
Subject: [BoatAnchors] "Working" NC-190 For Sale 
Message-ID: <42172FD8E1434D10A6CF6F1169967610@etmce6cc47£15f> 


Recently, a 'parts' NC-190 followed me home. On a whim, I put it on the variac and 
Viola! the things actually works - BUT - there is a problem. The band spread shaft 
is broken/sheared off at the face plate. Tuning is by is by needle-nosed pliers. 
Other than that, it's not a bad looking set. Knobs are the wrong color and the two 
big knobs are warped. I had to rob it of its OB2 VR for another set but otherwise 
it's all there. Comes with a DIY SS 100 KHz calibrator that also works. I had 
planned to part it out but I hate to do that to a working set, even a somewhat 
'rough' one like this. So, it's on the block to anyone that might want it for $75 
plus S&H. 


Bob AG5X 


From gumbear at pacbell.net Fri Sep 12 19:19:00 2014 

From: gumbear at pacbell.net (Arden Allen) 

Date: Fri, 12 Sep 2014 16:19:00 -0700 

Subject: [BoatAnchors] "Working" NC-190 For Sale 

In-Reply-To: <42172FD8E1434D10A6CF6F1169967610@etmce6cc47£15f> 
References: <42172FD8E1434D10A6CF6F1169967610@etmce6cc47£15f> 
Message-ID: <875E7DCF5CA141B4A4A8BD384B1AB94E@KB6NAX> 


Satie Knobs are the wrong color and the two big knobs are warped 


Looking at pics of NC-190's on Google Images reveals there are two knob 
color variations, darker or lighter than the front panel. Being double 
conversion it would be a decent project for vintage on air operating and 
SWL' ing. 


Arden Allen 
KB6NAX 


Adopt a shelter or rescue dog 
and make a friend for life =:-) 


From richardlo at admin.athabascau.ca Fri Sep 12 20:44:14 2014 

From: richardlo at admin.athabascau.ca (Richard Loken) 

Date: Fri, 12 Sep 2014 18:44:14 -0600 (MDT) 

Subject: [BoatAnchors] Dismantiling a Ferrite Loopstick antenna 

Message-ID: <Pine.PMDF.4.44L.1409121836210.13485-100000@admin.athabascau.ca> 


Gentlemen, 


I have the misfortune of operating on a 70s era Sansui AM-FM tuner where 
four of the six wires coming out of the loopstick have sheared off right 
at the brown material that seals the end of the loopstick. The antenna 
is in good condition but there is no way to reattach the leads without 
dismantling. 


The material sealing the antenna in its plastic tube has the colour and 
appearance of bee's wax but it is very hard and I am inclined to believe 


it is something more difficult to deal with than bee's wax. 


Well, come to that, I suspect 40 year old bee's wax would be pretty hard 
and dry. 


Any suggestions on how to get this thing apart in a condition that will 
allow me to reattach the wires? 


Richard Loken VE6BSV, Unix System Administrator : "Anybody can be a father 


Athabasca University : but you have to earn 
Athabasca, Alberta Canada : the title of 'daddy'" 
xx richardlo at admin.athabascau.ca xx : - Lynn Johnston 


From gumbear at pacbell.net Sat Sep 13 00:03:28 2014 

From: gumbear at pacbell.net (Arden Allen) 

Date: Fri, 12 Sep 2014 21:03:28 -0700 

Subject: [BoatAnchors] Dismantiling a Ferrite Loopstick antenna 

In-Reply-To: <Pine.PMDF.4.44L.1409121836210 .13485-100000@admin.athabascau.ca> 
References: <Pine.PMDF.4.44L.1409121836210 .13485-100000@admin.athabascau.ca> 
Message-ID: <4A935090564141679D77F272D7996180@KB6NAX> 


OP Sactlhne Sieib eye nach The material sealing the antenna in its plastic tube has the 
> colour and 

appearance of bee's wax but it is very hard and I am inclined to believe 
it is something more difficult to deal with than bee's wax. ....... 


I've been down that road a couple of times and in both cases I had to break 
the tube bit by bit to get the loopstick out safely. I ordered phenolic 
tubing from McMaster-Carr to replace the broken tube once the wires were 
hooked up and the unit correctly aligned. If the tube also provides threads 
for an adjustable core piece for tuning the low frequency end of the band 
you will have to preserve that and incorporate it in the new built loopstick 
housing. Try your darndest to get the thing apart damage free. 


So cesta tad Well, come to that, I suspect 40 year old bee's wax would be 
> pretty hard 
and dry. 


Actually, in spite of its appearance, the ancient wax should still have its 
waxy properties and melt easily. 


Arden Allen 
KB6NAX 


Adopt a shelter or rescue dog 
and make a friend for life =:-) 


From richardlo at admin.athabascau.ca Sat Sep 13 00:13:54 2014 

From: richardlo at admin.athabascau.ca (Richard Loken) 

Date: Fri, 12 Sep 2014 22:13:54 -0600 (MDT) 

Subject: [BoatAnchors] Dismantiling a Ferrite Loopstick antenna 

In-Reply-To: <4A935090564141679D77F272D7996180@KB6NAX> 

Message-ID: <Pine.PMDF.4.44L.1409122206390.13494-100000@admin.athabascau.ca> 


On Fri, 12 Sep 2014, Arden Allen wrote: 


OF aig Raed The material sealing the antenna in its plastic tube has the 
> colour and 

appearance of bee's wax but it is very hard and I am inclined to believe 
it is something more difficult to deal with than bee's wax. ....... 


I've been down that road a couple of times and in both cases I had to break 
the tube bit by bit to get the loopstick out safely. I ordered phenolic 
tubing from McMaster-Carr to replace the broken tube once the wires were 
hooked up and the unit correctly aligned. If the tube also provides threads 
for an adjustable core piece for tuning the low frequency end of the band 
you will have to preserve that and incorporate it in the new built loopstick 
housing. Try your darndest to get the thing apart damage free. 


VV VV VV VV VV VV 


Thanks for your mixed messages on how to cope with the problem Arden. I 
guess I might as well start off with a hunt for a suitably sized plastic 
tube. And yes it does have an adjustable core at the opposite end. I have 
not attempted to adjust or remove the core but I will keep that in my 

mind as one of the steps that must be taken. 


I like your dog comments Arden. I keep one around the house myself, I 
inherited the dog from a tenant many years back - she had the good grace to 
ask me if she should could leave the dog with me before moving on. I have 
never been sorry I agreed to take it. 


Richard Loken VE6BSV, Unix System Administrator : "Anybody can be a father 


Athabasca University : but you have to earn 
Athabasca, Alberta Canada : the title of 'daddy'" 
xx richardlo at admin.athabascau.ca xx : - Lynn Johnston 


From ddillman at igc.org Sun Sep 14 22:59:26 2014 

From: ddillman at igc.org (Richard Dillman) 

Date: Sun, 14 Sep 2014 19:59:26 -0700 (GMT-07:00) 

Subject: [BoatAnchors] MRHS Benefit Banquet at Historic Marconi Receive Site 
Message-ID: <14973179.1410749966100. JavaMail. root@elwamui- 
muscovy.atl.sa.earthlink.net> 


Please take a look at the latest MRHS Newsletter via the link below for 
information about a benefit banquet to take place at the historic Marconi receive 
site in Marshall, CA. You'll get to mingle with others who share your love of 
historic radio on the veranda of the former power house, sipping wine and watching 
the sun set over beautiful Tomales Bay. Then adjourn to the banquet hall for a 
dinner that couldn't be beat and a photo-rich presentation on the history Marconi 
and RCA operations in the area by none other than...me! 


Famous large format photographer Art Rogers will make a commemorative photo of the 
occasion so you'll get to be part of history on the 100th anniversary of the 
commencement of trans-Pacific operations from the site. 


http://tinyurl.com/pjcbube 


The Newsletter also has other articles about MRHS plans to offer the test for the 
FCC radiotelegraph ticket, our attempts to save the most historic rhombic antenna 
at the receive site and information about the MRHS presence at Pacificon 2014 
amateur radio convention. 


VY 73, 


Richard Dillman, T2-GB-061170 
Chief Operator, Coast Station KSM 
Maritime Radio Historical Society 
http://www. radiomarine. org 


From wwatson5 at sbcglobal.net Mon Sep 15 01:04:16 2014 
From: wwatson5 at sbcglobal.net (William Watson) 
Date: Sun, 14 Sep 2014 22:04:16 -0700 


Subject: [BoatAnchors] Looking for Tuning Meter for SP-600 
Message-ID: <1410757456.65757.YahooMailNeo@web181201.mail.ne1.yahoo.com> 


I need a tuning meter for an SP-600. If someone has one they would sell, please 
let me know. 
Thanks. 


Joe Watson 
W5WBR 


From bob145 at suddenlink.net Tue Sep 16 07:45:01 2014 

From: bob145 at suddenlink.net (Bob Jackson) 

Date: Tue, 16 Sep 2014 06:45:01 -0500 

Subject: [BoatAnchors] Parting Out 

Message-ID: <AQEE5D1019954472AAD9AEO6CF9886CA@etmceb6cc47£15f> 


2x Allied R-100As. Reply direct with your needs. 
73, 
Bob AG5X 


From ebjr37 at charter.net Tue Sep 16 18:14:18 2014 

From: ebjr37 at charter.net (Sandy Blaize) 

Date: Tue, 16 Sep 2014 17:14:18 -0500 

Subject: [BoatAnchors] Need schematic for old MFJ-940B antenna tuner... 
Message-ID: <5418B63A.80702@charter.net> 


Anyone out there have a schematic for the old MFJ-940B antenna tuner 
available. I have one with SWR bridge problems. MFJ no longer has any 
information on this model as it is over 20 years old! 


I'd like to see what ails the VSWR circuitry if I could and get it 
working again. The remainder is in good shape. This was before the 
dual cross pointer meter models. 


135 


Sandy W5TVW 


From gumbear at pacbell.net Tue Sep 16 23:04:16 2014 

From: gumbear at pacbell.net (Arden Allen) 

Date: Tue, 16 Sep 2014 20:04:16 -0700 

Subject: [BoatAnchors] Need schematic for old MFJ-940B antenna tuner... 
In-Reply-To: <5418B63A.80702@charter.net> 

References: <5418B63A.80702@charter.net> 

Message-ID: <41B1098DD5A24A44910FC297249521FO0@KB6NAX> 


> tuner 
available. ......... 


Could this be what your looking for? 


http://www. repeater-builder.com/mf£j/pdfs/m£j-940b-versa-tuner. pdf 


Arden Allen 
KB6NAX 


Adopt a shelter or rescue dog 
and make a friend for life =:-) 


From bob145 at suddenlink.net Tue Sep 16 22:34:28 2014 

From: bob145 at suddenlink.net (Bob Jackson) 

Date: Tue, 16 Sep 2014 21:34:28 -0500 

Subject: [BoatAnchors] Parting out 2x Knight R-100A 
Message-ID: <CA16E3EEC1C8455BA8A2FDCAFA07B92D@etmce6cc47f15f> 


Re-kitting done. I've two of most but not all the parts and only 1x cabinet - 
couple of paint chipped areas but actually pretty nice w/original feet and no 
dents. No tubes or H/W (screws, brackets, etc.) Some, like fil.xfmrs may be 
useful for other projects. No charge for parts, just postage. Trying to give back 
a little. Reply direct w/Knight P/N or good description (e.g. rf board) if 
interested. 

73 to all, 

Bob AG5X 


From w7qho at aol.com Tue Sep 16 19:48:15 2014 

From: w7qho at aol.com (Dennis DuVal11) 

Date: Tue, 16 Sep 2014 16:48:15 -0700 

Subject: [BoatAnchors] Need schematic for old MFJ-940B antenna tuner... 
In-Reply-To: <5418B63A.80702@charter.net> 

References: <5418B63A.80702@charter.net> 

Message-ID: <4E22C668-674E -4D90-B176-EAE27C8C3CFB@aol . com> 


Standard circuit, found in many handbooks (ham and CB) of the period. Check the 
diodes first??. 


Dennis D. W7QHO 
Glendale, CA 


KKKKKKKKKKKKKK 


On Sep 16, 2014, at 3:14 PM, Sandy Blaize via BoatAnchors <boatanchors at 
theporch.com> wrote: 


> Anyone out there have a schematic for the old MFJ-940B antenna tuner available. 
I have one with SWR bridge problems. MFJ no longer has any information on this 
model as it is over 20 years old! 

> 

> I'd like to see what ails the VSWR circuitry if I could and get it working 
again. The remainder is in good shape. This was before the dual cross pointer 
meter models. 


From mike at oldaudio.net Fri Sep 19 13:24:12 2014 

From: mike at oldaudio.net (Mike Durff) 

Date: Fri, 19 Sep 2014 10:24:12 -0700 

Subject: [BoatAnchors] Re-building batteries? 

Message-ID: <1411147452 .44176.YahooMailNeo@web125006.mail.ne1.yahoo.com> 


About 15 years ago, I purchased a couple of pallets of block cell NI-CD batteries. 
They are 100+ AH made by NIFE-SAFT and were used in an AT&T MW site for stand-by 
power. Over the years, some of the plastic cases have deteriorated from partial 
sunlight exposure. My question is, have any of the list-members here 


ever had the occasion to re-build batteries where the cases were shot but the 
actual cells were good? I think these are worth refurbishing as I believe they 
cost over $1200.00 each new, and have a life expectancy of over 20 years. From the 
SAFT website: " - Trouble-free long service of 20 years or more " 

TNX, Mike 


PS: With exposed cell connectors, they are easily configured to almost any 
voltage. I believe I have enough to configure 28VDC @450AH +/- assuming all are up 
to snuff. 


From kd5byb at kd5byb.net Sat Sep 20 10:39:10 2014 
From: kd5byb at kd5byb.net (Ben Hall) 

Date: Sat, 20 Sep 2014 09:39:10 -0500 

Subject: [BoatAnchors] BC-375 tubes 

Message-ID: <541D918E.6010803@kd5byb.net> 


Good morning all, 
There is a BC-375 on the e-place at the moment. It's missing all the 
tubes. Research so far indicates that the VT-4's and the 45 special 


have all been sucked into the audiophool world, making them very expensive. 


Are there any substitutes for the VT-4 that won't require a second 


mortgage on the house? 
I've not found any in my searching...but figured I'd ask the experts... 


thanks much and 73, 
ben, kd5byb 


From arc5 at ix.netcom.com Sat Sep 20 11:10:49 2014 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Sat, 20 Sep 2014 10:10:49 -0500 

Subject: [BoatAnchors] BC-375 tubes 

In-Reply-To: <541D918E .6010803@kd5byb.net> 

References: <541D918E.6010803@kd5byb.net> 

Message-ID: <8954A1CDE2F94256B33A704B66AA5068@DaddyPC> 


Been working on this problem. 

Many tubes will work for the Speech Amp, PA and Modulators. 
The big problem is the Master Oscillator. 

So far, only the 211 will do. 

I'm still working the problem. 

73 Dave AB5S 


sees Original Message ----- 

From: "Ben Hall via BoatAnchors" <boatanchors at theporch.com> 
To: "Old Tube Radios" <boatanchors at theporch.com> 

Sent: Saturday, September 20, 2014 9:39 AM 

Subject: [BoatAnchors] BC-375 tubes 


Good morning all, 


There is a BC-375 on the e-place at the moment. It's missing 
all the tubes. Research so far indicates that the VT-4's and 
the 45 special have all been sucked into the audiophool world, 
making them very expensive. 


Are there any substitutes for the VT-4 that won't require a 
second mortgage on the house? 


I've not found any in my searching...but figured I'd ask the 
experts... 


thanks much and 73, 

ben, kd5byb 

BoatAnchors mailing list = = 
BoatAnchors at theporch.com 


VV VV VV VV VV VV VV VV VV 


> https://minime.theporch.com/mailman/listinfo/boatanchors 


From mike_25-z at aafradio.org Sat Sep 20 10:58:19 2014 
From: mike_25-z at aafradio.org (aafradio) 

Date: Sat, 20 Sep 2014 10:58:19 -0400 

Subject: [BoatAnchors] BC-375 tubes 

In-Reply-To: <541D918E .6010803@kd5byb.net> 

References: <541D918E.6010803@kd5byb.net> 

Message-ID: <541D960B.4080703@aafradio.org> 


On 9/20/2014 10:39 AM, Ben Hall via BoatAnchors wrote: 

There is a BC-375 on the e-place at the moment. It's missing all the 
tubes. Research so far indicates that the VT-4's and the 45 special 
have all been sucked into the audiophool world, making them very 
expensive. 

Are there any substitutes for the VT-4 that won't require a second 
mortgage on the house? 


VV VV VV 


AB5S has completed his very successful research on the SCR-183/283 sets 
Surrounding a similar question (VT-52 and VT-25 (45 special)), and has 
now moved on to the exact subject of your search. It does involve 

making socket adapters for the tube sockets, as you might expect, but 

the goal was no irreversible mods to the equipment and he managed to 
achieve that with the aforementioned set. The BC-375 presents a greater 
challenge with the kilovolt B+. Given his frenetic work schedule, I 
doubt if he can give you a time frame, but knowing him, I suspect it 

will be by the end of the year unless other crises interfere. Patience... 


73, 
- Mike KC4TOS 


From kd5byb at kd5byb.net Sat Sep 20 19:39:46 2014 

From: kd5byb at kd5byb.net (Ben Hall) 

Date: Sat, 20 Sep 2014 18:39:46 -0500 

Subject: [BoatAnchors] BC-375 tubes 

In-Reply-To: <541D960B.4080703@aafradio.org> 

References: <541D918E.6010803@kd5byb.net> <541D960B.4080703@aafradio.org> 
Message-ID: <541E1042.4070801@kd5byb.net> 


Hi Mike and all, 
Thanks much for the replies. 


On 9/20/2014 9:58 AM, aafradio wrote: 


> AB5S has completed his very successful research on the SCR-183/283 sets 
> surrounding a similar question (VT-52 and VT-25 (45 special)), and has 
> now moved on to the exact subject of your search. 


Very interesting! I need to search for these posts. I have a BC-AS-230 
that I got for a good price because...you guessed it...it has no tubes. 


I did find an article in the June 1963 edition of 73 Magazine where the 
author does some changes to use an 807 and three 6V6's instead of the 
VT-25's and VT-52's. 


I put that set aside while I considered either keeping the set as-is but 
with no chance of it going on the air again...or modifying it, ruining 
the originality, but allowing it to get on the air again. 


It does involve 

making socket adapters for the tube sockets, as you might expect, but 
the goal was no irreversible mods to the equipment and he managed to 
achieve that with the aforementioned set. 


VV VV 


This would be the best of both worlds. :) 


> The BC-375 presents a greater 
> challenge with the kilovolt B+. Given his frenetic work schedule, I 
> doubt if he can give you a time frame, but knowing him, I suspect it 


> will be by the end of the year unless other crises interfere. Patience... 


Oh...I'm very patient. Looking at the long line of projects waiting for 
time on the workbench...it might be years if I do put in a bid on that 
BC-375 before I'll do anything with it... 


thanks much and 73, 
ben, KD5BYB 


From mike at oldaudio.net Sat Sep 20 20:49:53 2014 

From: mike at oldaudio.net (Mike Durff) 

Date: Sat, 20 Sep 2014 17:49:53 -0700 

Subject: [BoatAnchors] BC-375 tubes 

Message-ID: <1411260593.65608.YahooMailNeo@web125003.mail.ne1.yahoo.com> 


Quote from the internet... "I've seen Chinese Sino 211's online for $45... 


is an easy tube to find..." 


The 211 


I'm sure a new Chinese 211 isn't as robust as the old GE's were, but at least they 


are new. YMMV 


TNX, MD 


From arc5 at ix.netcom.com Sat Sep 20 20:57:27 2014 

From: arc5 at ix.netcom.com (David Stinson) 

Date: Sat, 20 Sep 2014 19:57:27 -0500 

Subject: [BoatAnchors] BC-375 tubes 

In-Reply-To: <1411260593.65608.YahooMailNeo@web125003.mail.ne1.yahoo.com> 
References: <1411260593.65608.YahooMailNeo@web125003.mail.ne1.yahoo.com> 
Message-ID: <8FFF44CB388044E189C2E2B1E7B28399@DaddyPC> 


sees Original Message ----- 

From: "Mike Durf£ via BoatAnchors" <boatanchors at theporch.com> 
To: <boatanchors at theporch.com> 

Sent: Saturday, September 20, 2014 7:49 PM 

Subject: Re: [BoatAnchors] BC-375 tubes 


Quote from the internet... "I've seen Chinese Sino 211's online 
for $45... The 211 is an easy tube to find..." 


I'm sure a new Chinese 211 isn't as robust as the old GE's 
were, but at least they are new. 


VV VV V 


I have tested Chinese 211s in the 375 and the set I test worked 
fine. 


From kilky68 at gmail.com Mon Sep 22 16:38:56 2014 

From: kilky68 at gmail.com (Roy Morgan) 

Date: Mon, 22 Sep 2014 16:38:56 -0400 

Subject: [BoatAnchors] Powerstat Cover Plate needed 

Message-ID: <CAK_CHi4cjSATZ=LDiAyFN30e2x0SJqZwE23KgSn6szbNtGk=8w@mail . gmail.com> 
Glowbuggers, 


I am putting a Powerstat type 116 "variac" back in service - but it's a bit 
deadly. 


It's missing the cover plate that carries the cord, switch, fuse, and 
outlet. 


See ebay item 111352143912 for good pictures of what I need. 
Any out there? Will buy or trade for what I might have. 


(I'll try to include a picture): 


[image: 
http: //drco.pairserver.com/thisguyiknow.net/ 
SUPERIOR_ELECTRIC_POWERSTAT_3PN116B_VARIAC_B12_N2A. jpg] 


Regards, 
Roy 


Roy Morgan 
kilky since 1958 


From kb8tad at gmail.com Tue Sep 23 03:41:16 2014 

From: kb8tad at gmail.com (Rich Post) 

Date: Tue, 23 Sep 2014 03:41:16 -0400 

Subject: [BoatAnchors] Powerstat Cover Plate needed 

In-Reply-To: <CAK_CHi4cjsATZ=LDiAyFN30e2x0SJqZwE23KgSn6szbNtGk=8w@mail .gmail.com> 
References: <CAK_CHi4cj]sATz=LDiAyFN30e2x0SJqZwE23KgSn6szbNtGk=8w@mail . gmail.com> 
Message-ID: <CAEJrOFSOHB7Y2£sPyqKezz+pasJZupf7oPdpj j4wt1lyZPxQrTQ@mail. gmail.com> 


I had a similar situation with a 240 volt 7 amp Powerstat. Bolted a cheap 
blue plastic square utility box and blank cover over the opening and a 
smaller blue utility box and duplex outlet to the side of the larger box. 
Had to do some cutting on the larger box and drill some holes to match the 
screw holes on the powerstat but the utility boxes are pretty tough and I 
can now put my fingers anywhere on the Powerstat without getting zapped. 


Wired the unit for 120 volt despite the advice from less knowledgeable 
folks that it couldn't be done. Actually had I wanted to, I could have 
wired it for 0 to 240 volts with 120 input using the center tap connection 
but decided to stay with 120 max out. 


73 de Rich KB8TAD 


On Mon, Sep 22, 2014 at 4:38 PM, Roy Morgan via BoatAnchors < 
boatanchors at theporch.com> wrote: 


> 

> Powerstat ... missing the cover plate 
> 

> 


From arc5 at ix.netcom.com Tue Sep 23 00:45:52 2014 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Mon, 22 Sep 2014 23:45:52 -0500 

Subject: [BoatAnchors] Docs- Regency MR-10 Monitor Radio 


Message-ID: <5441099320984D58AD2A12C3BCD4DA47@DaddyPC> 


Anyone have a schematic and dial stringing info for the 
Regency MR-10 Monitor Radio? 

This one: 

http: //swling.com/blog/wp-content/uploads/2013/05/photo-3.jpg 


Thanks! 


From arc5 at ix.netcom.com Tue Sep 23 08:53:37 2014 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Tue, 23 Sep 2014 07:53:37 -0500 

Subject: [BoatAnchors] The "Hallicrafters Wobble." 
Message-ID: <751D9E69C6E748DEA8A216B2D6F43663@DaddyPC> 


Just about every Hallicrafters receiver I've ever resurrected 
has what I call the "Hallicrafters Wobble" on Band 4. 

It's mechanical instability. I just gave a nice SX-110 CPR 
and, while it sounds really nice on bands 1-3, a fan on the 
end of the bench makes the Oscillator "dance" on Band 4. 

I'm sure it's also wobbling on the other bands but since 

the operating freq is lower, it's not so pronounced. 

Has anyone investigated this "wobble?" Is it centered on 

the bandset/bandspread variable caps, which seems most likely, 
or elsewhere in the Osc.? Has anyone tried to correct it? 


73 Dave AB5S 


From gumbear at pacbell.net Tue Sep 23 16:43:19 2014 
From: gumbear at pacbell.net (Arden Allen) 

Date: Tue, 23 Sep 2014 13:43:19 -0700 

Subject: [BoatAnchors] The "Hallicrafters Wobble." 
In-Reply-To: <751D9E69C6E748DEA8A216B2D6F43663@DaddyPC> 
References: <751D9E69C6E748DEA8A216B2D6F43663@DaddyPC> 
Message-ID: <552B7459B7AC4C68B4519385F 7ECE1DO@KB6NAX> 


So tb ae "Hallicrafters Wobble" on Band 4. .......... Has anyone tried to 
> correct it? .......... 


The higher an oscillator goes in frequency the more susceptible it is to 
mechanical frequency modulation. Even blowing air from a fan can affect 
stability. The usual solution was to convert down to a tunable IF using a 
crystal LO. The most practical way to overcome "wobble" is to float the 
receiver on a cloud of shock absorbent materials, etc. If then the only 
thing left is power transformer vibration induced wobble consider yourself 


lucky. 


Arden Allen 
KB6NAX 


He who is cruel to animals becomes 
hard also in his dealings with men. 
We can judge the heart of a man by 
his treatment of animals. 

?Immanuel Kant 


From Paul.Thekan at cpii.com Wed Sep 24 09:29:09 2014 

From: Paul.Thekan at cpii.com (Thekan, Paul) 

Date: Wed, 24 Sep 2014 09:29:09 -0400 

Subject: [BoatAnchors] National RAO-7 retagged as NRAO 

Message-ID: <7EC59351BB5C644E80AB7A434394DFF02936939B25@Torreypines.cpii.com> 


Any National Co.Radio Scholars out there that could shed some light on this. A 
friend has what in all intendant purposes is a Navy RAO-7 receiver ..but the Navy 
Data plate identifying it as a RAO-7 has been replaced by a smaller National Co. 
(NC) data plate ,about 2/3rds the size, that calls it out as a "Communications 
Receiver" Type: NRAO , Order # 110-NSF and a date of 10-4-44. 


The "NOTICE" plate is there but the usual acceptance/ placed in service plate tag 
is not there. 


Have not gone to see the radio yet but the info had been provided the by the 
owner. 


Any idea on why it was retagged as a NRAO ? 


Thanks 
Paul 
N6FEG 


This message, including any attachments, may include privileged, 

confidential and/or inside information. Any distribution or use of this 
communication by anyone other than the intended recipient(s) is strictly 
prohibited and may be unlawful. If you are not the intended recipient, 

please notify the sender by replying to this message and then delete it from your 
system. 


From knjhanlon at msn.com Wed Sep 24 18:40:17 2014 
From: knjhanlon at msn.com (JAMES HANLON) 

Date: Wed, 24 Sep 2014 16:40:17 -0600 

Subject: [BoatAnchors] the "Hallicrafters Wobble" 
Message-ID: <BLU184-W85CB9695867B82F6D1156A0B10@phx. gb1> 


Once upon a time I was replacing a dial cord in my SX-43. I kept tightening it in 
hopes of getting the last bit of backlash to go away, and then I noticed that the 
reason why it wasn't doing any further good was that the chassis was bending up as 
I further tightened the cord. Hallicrafters went just a little too far to the 
flimsy side when the built that radio! 


Jim, W8KGI 


From oldradio at comcast.net Fri Sep 26 06:43:19 2014 

From: oldradio at comcast.net (oldradio at comcast.net) 

Date: Fri, 26 Sep 2014 10:43:19 +0000 (UTC) 

Subject: [BoatAnchors] [AWA] K2TQN Speaking at NEAR-Fest on Friday, 
October 10 

In-Reply-To: <97277985.20349696.1411727905636. JavaMail .root@comcast.net> 

Message-ID: <1037003123 .20352133 .1411728199388. JavaMail.root@comcast.net> 


Shows, K2TQN Speaking Dates and Locations 


NEAR-Fest XVI Web-page 
http: //tinyurl.com/NE-Near-Fest-2014 - click 


I'm Speaking at NEAR-Fest XVI, the big 
BoatAnchor Hamfest in New Hampshire 
Friday, October 10, 2014 @ 12:00 Noon 


I will be speaking at NEAR-Fest on Friday at 12-noon. My presentation is really 
"BIG" and I am happy to present this for you. I think this is a first for Ham 
Radio. 


Topic: Old Transmissions and Voices from the Past . 


You will hear early Ship-Shore and Ship-Ship 500kc CW Transmissions, and see and 
hear the voices of the early Ham and Radio Pioneers. You'll hear them tell their 


own stories; Hear the voices of Marconi, Jack Binns, Irving Vermila, De Forest, 
Gernsback, Armstrong, Reinartz, Deloy - French 8ab, Elmo Pickerill, Art Collins, 
General Griswold, and CD Tuska speaking about starting QST magazine. 


You will also hear an actual SOS received by David Ring, N1EA, who was the 
operator on the Super Tanker "WILLIAMSBURGH" who answered the SOS from the 
passenger ship "PRINSENDAM" in 1980. 


Notice: No recording of presentation, copyright. 


Posted on the Ham Radio History Forum: 

"Congratulations to John Dilks, K2TQN, whose outstanding forum "Old Transmissions 
and Voices from the Past" was a true highlight of the ARRL National Centennial 
Convention in Hartford this past week. " NEIL D FRIEDMAN N3DF 


73, John Dilks, K2TQN 

www.k2tqn.com/ 

Former Editor Vintage Radio Column, QST 2000-2014 
Having fun smelling hot rosin and solder again 


ae Ae 


Posted by: oldradio at comcast.net 


Reply via web post ? Reply to sender ? Reply to group 

? Start a New Topic ? Messages in this topic (1) 
Questions or comments on any subject relating 
to radio history, radio collecting, buying and selling of radios or radio parts, 
radio collector clubs and radio collector events are welcome. 


Other than it's name, this email reflector has no direct connection to, 
nor is it controlled by the Antique Wireless Association. 

It is owned and managed by Ron Lawrence W4ROn as a service to the 
antique radio collecting community. 


Visit the AWA web page at: http://www.antiquewireless.org 
Visit the AWA annual conference web page at" 
http: //www.awamuseum. org/ 


To Post message: antiquewirelessassociation at yahoogroups.com 


To Unsubscribe send a blank message to: antiquewirelessassociation-unsubscribe at 


yahoogroups.com 
Visit Your Group 


* New Members 1 
? Privacy ? Unsubscribe ? Terms of Use 


ES ase Se 


From arc5 at ix.netcom.com Mon Sep 29 09:59:53 2014 
From: arc5 at ix.netcom.com (David Stinson) 

Date: Mon, 29 Sep 2014 08:59:53 -0500 

Subject: [BoatAnchors] Needed: (2) PL-50 Connectors 
Message-ID: <6E130480CCA545D5846A72EEBE60CF58@DaddyPC> 


My yearly plea for a couple of PL-50 connectors. 
4-pin tube bases will not work. 


http: //home.netcom.com/~arc5/PL50B. IPG 
http: //home.netcom.com/~arc5/PL50A. IPG 


Thanks, Dave AB5S 


